INTRODUCTION
Before using the product, please thoroughly read this manual and keep it for future reference.

CAUTION!
- Before your trip, please make sure the light is firmly mounted to the bracket, it lights up, and the light is not blocked by baggage, etc.
- Mount the light unit more than 7 cm away from the wireless meter. When it is mounted too close, the transmission may be affected adversely.
- This product is water-resistant under normal daily use and can be used in the rain. However, do not intentionally submerge it in water.
- If the light unit or parts become dirty with mud, etc., clean with a soft cloth which is moistened with mild soap. Never apply paint thinner, benzine or alcohol; damage will result.

COMPONENTS
- Light unit
- FlexTight™ bracket (H-34N)
- AA alkaline battery x4

SPECIFICATIONS
Light source.............High-intensity white LED x 1
Battery.................AA alkaline battery x 4
Operating time........Hi : Approx. 2 hours, Low : Approx. 9 hours,
Flash : Approx. 30 hours
Temperature range........14˚F – 104˚F (-10˚C – 40˚C)
Dimensions/weight......4-1/2” x 2-13/64” x 2-3/32” (114 x 56 x 53 mm) / 8 oz (227 g) (Including batteries)

LIMITED WARRANTY
2-year Warranty: Light unit only
CatEye products are warranted to be free of defects from materials and workmanship for a period of 2 years from original purchase. If the product fails to work during normal use, CatEye will repair or replace the defect at no charge. Service must be performed by CatEye or an authorized retailer. To return the product, pack it carefully and workmanship for a period of 2 years from original purchase. If the product fails to work during normal use, CatEye will repair or replace the defect at no charge. Service must be performed by CatEye or an authorized retailer. To return the product, pack it carefully and put the strap through the opening.

How to mount the light

1. Wind the bracket strap around the handlebar, and put the strap through the opening.
2. Screw the dial into the bracket to secure it temporarily.
   - Insert the light unit to the bracket until it clicks, and adjust the beam angle. (Refer to “HOW TO MOUNT THE LIGHT”)
3. Securely tighten the dial, and cut off any excess bracket strap.
   - To remove the light unit, pull it out forward while pressing the button.
   - To re-adjust the beam angle, loosen the dial enough to move the bracket, and securely tighten it after adjustment.

CAUTION:
- Be sure to tighten the dial by hand. When you tighten it too hard with a tool, the screw thread may be stripped.
- Check the dial and screw (*1) on the bracket periodically, and use them without any loosening.
- Round off the cut edge of the bracket strap to prevent injury.

How to replace battery

1. Turn the lock cap on the back of the light counterclockwise to remove.
2. Press the switch slowly, and pull out the inner unit from the front.
3. Install the lower battery first. Remove the upper battery first by pressing the arrowed point as shown.
4. After replacement, check that the two rubber gaskets for the inner unit are in place, place it into the body, and fix it with the lock cap.

CAUTION:
- To pull out the inner unit from the light, be sure to hold the lens. Otherwise, the inner unit may fall out and become damaged.
- Do not use in combination with new and old batteries, or different types of batteries.
- Be sure to install batteries in the correct direction.
- Install the two rubber gaskets correctly to maintain waterproof features.
- Remove and store batteries when you will not use the light for a long period of time. Otherwise, batteries may leak liquid, which may result in failure.

How to use

Switch operation (switching the lighting mode)
The ON/OFF and lighting modes are selected using a switch.

Standard operating time
- Hi : Approx. 2 hours
- Low : Approx. 9 hours
- Flash : Approx. 30 hours

Remaining battery capacity
When the switch (indicator) lights up, the remaining battery level is low. Replace with new batteries.